AU )

9.5002""_:"_,"'!902; MATERIAL FPC/FFC
o A N, HOUSING PA46 or LCP, UL94V-0
Connectors

ACTUATOR PPS, UL94V-0
TERMINAL Phosphor Bronze, Tin/Au-plated
HOOK Phosphor Bronze, Tin/Au-plated m
Available Pin
Emboss |~ SMT
05002HR-10A02 11.2 5.50 4.50 Type Type
05002HR-11A02 i .7 6.00 5.00 ‘
05002HR-12A02 12.2 6.50 5.50 ZIF Bott
05002HR-13A02 12.7 7.00 6.00 Type Contact
05002HR-14A02 13.2 7.50 6.50
05002HR-15A02 iI[EN7 8.00 7.00
05002HR-16A02 14.2 8.50 7.50
05002HR-17A02 14.7 9.00 8.00
05002HR-18A02 15.2 9.50 8.50
05002HR-19A02 1557 10.0 9.00
05002HR-20A02 16.2 10.5 9.50
05002HR-21A02 16.7 11.0 10.0
c 3.35 05002HR-22A02 17.2 11.5 10.5
0.5{PITCH) .2 05002HR-23A02 170 12.0 11.0
T 05002HR-24A02 18.2 12.5 1.5
[ mmnr;_pn Y 05002HR-25A02 18.7 18.0 12.0
SR AR 05002HR-26A02 19.2 13.5 12.5
e 05002HR-27A02 19.7 14.0 13.0
i 05002HR-28A02 20.2 14.5 13.5
;\__ B 05002HR-29A02 20.7 15.0 14.0
05002HR-30A02 21.2 15.5 14.5
7 05002HR-31A02 2T 16.0 15.0
A SECTIONA - A 05002HR-32A02 22.2 16.5 15.5
05002HR-33A02 2257 17.0 16.0
05002HR-34A02 23.2 17.5 16.5
05002HR-35A02 23.7 18.0 17.0
- - 05002HR-36A02 24.2 18.5 17.5
et A I 05002HR-37A02 24.7 19.0 18.0
— b —— 1 05002HR-38A02 25.2 19.5 18.5
E\’& ] n &\,A o 05002HR-39A02 25.7 20.0 19.0
- ] |||||||||IIII+IIIIIIIIII yl e ‘I OSOOZHR74OA02 26.2 20.5 19.5
g 05002HR-41A02 26.7 21.0 20.0
L—A” 05002HR-42A02 27.2 21.5 20.5
05002HR-43A02 2T 22.0 21,0
05002HR-44A02 28.2 22.5 21.5
05002HR-45A02 28.7 23.0 22.0
_ J 05002HR-46A02 29.2 23.5 22.5
05002HR-47A02 29.7 24.0 23.0
05002HR-48A02 30.2 24.5 23.5
05002HR-49A02 30.7 25.0 24.0
05002HR-50A02 31.2 25.5 24.5
y 05002HR-51A02 31.7 26.0 25.0
gé 3% 05002HR-52A02 32.2 26.5 25.5
"\ 2 WJ 05002HR-53A02 32.7 27.0 26.0
jé | 05002HR-54A02 33.2 27.5 28,5
4| 7 S—
=By | specification
i
Voltage Rating AC/DC 50V
Current Rating AC/DC 0.5A
Operating Temperature -25C~+85T
PCB LAYOUT (05002HR-NINAOZ)  PCB ASS’Y (05002HR-NNACZ) Contact Resistance 30mS MAX
Withstanding Voltage AC250V/1min
Insulation Resistance 100MQ MIN
Applicable Wire -
Applicable P.C.B 0.8 ~ 1.6mm
Applicable FPC/FFC 0.30+£0.02mm
Solder Height 0.15mm
Crimp Tensile Strength =
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